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Test specimen: fabric/nonwoven-combination with embroidery
Marking by applicant Coding for testing
Embroidery, approx. 80 x 80 mm in color gold, sample 01

face thread and under thread Fire Fighter, 100% Nomex,
embroidered in material combination, consisting of:
Outer layer: Fabric Nomex, color natural white

Inner layer: Nonwoven 100% Aramid, color yellow

The sampling happened by the applicant. There is no information about the sampling method.

Testing method/testing conditions:

Testing of burning behaviour of embroidery according to EN ISO 11612:2015.

Pre-treatment:
5 cycles washing 60°C and tumbler drying according to EN ISO 6330:2012, method 6N+F

Property — Fabric Test method "
Limited flame spread EN ISO 15025:2002, method A
new and after pre-treatment surface ignition, flaming time 10 s,

direct ignition of the embroidery in direction of use
with reduced amount of samples n=3 in each condition

1) if available, the actual valid standard edition in German, identical to the international ones, is used for
testing

Test results:

Property — fabric Dimension Test results
embroidery

Limited flame spread - surface ignition new and after pre-treatment

Further flaming to top or sides no/no/no

Hole formation no/no/no

Flaming or melting debris no/no/no

Afterflame time s 0/0/0

Afterglow time s 0/0/0

Test results refer to the delivered specimen. Single test values, statistical information and mentioned test
reports are present in the test house and can be looked on request. The testing period is defined as timeframe
between receipt of samples and issue date of test report. Unless otherwise agreed, all materials we received
within this order will be kept for a maximum time of 6 months. Materials which are not stored because of
technical or safety reasons are excluded from that. This Test Report consists of 2 pages and shall not be

published in parts.
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Dipl.-Ing. Petra Méller

Dr.-Ing. Matthias Magel ]
Head of the testing department Responsible testing officer




